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Abstract. A distributed vibration sensing technique using double-optical-pulse based on phase-sensitive optical
time-domain reflectometry (Φ-OTDR) and an ultraweak fiber Bragg grating (UWFBG) array is proposed for the
first time. The single-mode sensing fiber is integrated with the UWFBG array that has uniform spatial interval and
ultraweak reflectivity. The relatively high reflectivity of the UWFBG, compared with the Rayleigh scattering, gains
a high signal-to-noise ratio for the signal, which can make the system achieve the maximum detectable fre-
quency limited by the round-trip time of the probe pulse in fiber. A corresponding experimental Φ-OTDR system
with a 4.5 km sensing fiber integrated with the UWFBG array was setup for the evaluation of the system per-
formance. Distributed vibration sensing is successfully realized with spatial resolution of 50 m. The sensing
range of the vibration frequency can cover from 3 Hz to 9 kHz. © 2017 Society of Photo-Optical Instrumentation Engineers
(SPIE) [DOI: 10.1117/1.OE.56.8.084104]
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1 Introduction
Vibration sensing is an important application for distributed
optical fiber sensors (DOFSs). Among the many DOFSs,
phase-sensitive optical time-domain reflectometry (Φ-OTDR)
is a very attractive one with the abilities of high sensitivity to
vibration, distributed measurement, long sensing range, and so
on.1–4 The basic configuration of aΦ-OTDR sensing system is
similar to OTDR but utilizes a very narrow linewidth laser
source for the sensing purpose. Thus, the Rayleigh backscat-
tering (RBS) lightwave generated by the forward propagating
probe pulse would experience a coherent superposition and
exhibit a “jagged” appearance due to the random intensity
and phase relationships for the RBS generated from different
positions of the fiber. An external disturbance on the fiber can
induce the “jagged” signal to have a change at the correspond-
ing position. So the external disturbance can be detected by
observing the variation of the signal and its frequency can be
obtained by analyzing the frequency spectrum of the signal.

Much research focusing on the performance enhancement
of Φ-OTDR have achieved good results, such as enhancing
the sensing distance,5 quantitative measuring the amplitude
of vibration with a statistics calculating method6 and with
dual-pulse,7,8 and improving the detectable frequency range.9

However, the RBS coefficient in a fiber is very small. So,
normally one has to average manyΦ-OTDR curves obtained
in different probe pulses to improve the signal-to-noise
ratio (SNR).10 This procedure, however, will decrease the
maximum detectable frequency ofΦ-OTDR by a factor ofN,
which is the average number.

The ultraweak fiber Bragg grating (UWFBG) array is
a recently developed technique. All the UWFBGs in fiber

have the same central wavelength and the same weak reflec-
tivity. When a probe pulse transmits in fiber, only a very tiny
portion of the lightwave is reflected by each UWFBG. Thus,
the probe pulse can transmit very long distance in the fiber. A
few of its applications have been reported for multipoints and
distributed sensing purposes.11–15 Among the research of the
UWFBG array assisted Φ-OTDR, Manuel et al.16 have pro-
posed a semi-UWFBG array to detect the vibration of fiber.
In this work, several UWFBG pairs, each of which forms a
Fabry–Perot interferometer, are integrated into a fiber.
Modulated CW lightwave is used as probe light to extract
the information of vibration. The locating algorithm is com-
plicated and multiple simultaneous vibrations having the
same frequency cannot be detected. Wang et al.17 have pro-
posed a fully UWFBG array with a short single probe optical
pulse, which needs an unbalanced interferometer to demodu-
late the signal. Zhu et al.15 have proposed a distributed
Φ-OTDR system with long single probe pulse. However,
the pulse width should be at least two times longer than
the spatial interval of two adjacent UWFBGs. When the spa-
tial interval is large, the peak power of the optical pulse is
severely limited to avoid the nonlinear effect in fiber. And
more RBS is generated from an unnecessary part of the
probe pulse, which will deteriorate the SNR.

In this paper, we propose a Φ-OTDR system that has
the distributed measurement ability with high-frequency
response using double-probe-pulse in a sensing fiber inte-
grated with an UWFBG array. Unlike the traditional optical
fiber sensor based on the FBG array, which is sensitive only
to the events occurring on the position of FBG, the proposed
technique is sensitive to the events on any position of the
fiber, though it can locate the event only with a spatial
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resolution determined by the spatial interval between two
adjacent UWFBGs. By using a double-probe-pulse, a very
simple detection setup is enough for receiving the optical sig-
nal and locating the events. RBS generated from the useless
part of a single probe pulse is eliminated. Very long sensing
distance and high-frequency measurement are possible with
the proposed technique.

2 Principle
The principle of this technique is shown in Fig. 1. The sens-
ing fiber is integrated with an identical UWFBG array that
has a uniform spatial interval. A double-pulse is used as the
probe pulse. The spatial interval between the two pulses
equals two times the spatial interval of adjacent UWFBGs.
When the probe pulse transmits forward in the sensing
fiber, the reflected signals of the two pulses from adjacent
UWFBGs will overlap and transmit backward together.
Because the coherence length of the lightwave is much
longer than the spatial interval of the double-probe-pulse,
the reflected optical signals will interfere with each other.
Apparently, such a probe pulse can make the optical pulse
have high peak power to increase the SNR without inducing
the nonlinear effect, and the interval of the probe pulse can be
adjusted easily to adapt any UWFBG array with uniform
interval.

Since the interference occurs between two reflected
signals, which may have different powers and polarization
states, we use the Jones representation to describe the inter-
ference of the two signals. The electric fields of the two
signals can be represented as

EQ-TARGET;temp:intralink-;e001;63;421E1 ¼ A1 exp½−iðωtþϕ1Þ� E2 ¼ A2 exp½−iðωtþϕ2Þ�; (1)

where An (n ¼ 1 or 2) is the amplitude of the reflected signal,
ω is the angular frequency of the lightwave, and ϕn (n ¼ 1 or
2) is the initial phase of the two reflected signals.

So the intensity of the coherent signal is
EQ-TARGET;temp:intralink-;e002;326;741

I ¼ ðE1 þ E2Þ†ðE1 þ E2Þ
¼ A2

1 þ A2
2 þ 2A1A2 cosðϕ1 − ϕ2Þ

¼ A2
1 þ A2

2 þ 2A1A2 cos δϕ; (2)

where the note † means the complex transpose.
When the fiber between the two adjacent UWFBGs is dis-

turbed by a vibration, the phase difference δϕ of the two sig-
nals will change accordingly, which induces the variation of
the intensity of the interference. So the disturbance of the
fiber can be detected by detecting the intensity variation
of the coherent signal.

Since the time interval τ between the two pulses equals to
2nΔL∕c, where n is the effective refractive index of the fiber
and c is the velocity of light in vacuum, the two pulses will
experience different vibration states when they pass the dis-
turbance position successively, which will induce an addi-
tional phase difference Δφ. Moreover, the value of Δφ
changes when the probe pulse is injected into the fiber at
a different time, because the modulation of a vibration to
the optical path is nonlinear for different vibration stages.
The shortest period Tmin of the vibration, which has the
maximum detectable frequency for a Φ-OTDR to a fiber
length of L, is 4nL∕c. Thus, when Tmin ≫ τ, which yields
2L ≫ ΔL, the additional phase difference Δφ is very small,
resulting in that the change of Δφ with different vibration
stages can be ignored. So the nonlocal effect induced by the
change of Δφ can be ignored. The condition of 2L ≫ ΔL
can be fulfilled easily since the on-line UWFBGs writing
technique can integrate hundreds of UWFBGs in a fiber.13

3 Experiment
In experiments, we manufactured a 4.5 km sensing fiber inte-
grated with UWFBG array that has an equal spatial interval
of 50 m. Then, we use the experiment configuration as
shown in Fig. 2 to measure multiple vibrations to verify
the performance of the sensing system. The linewidth of
the laser source is 1 kHz. The output lightwave is modulated
to the double-pulse by an acoustic optical modulator. The
pulse width for each pulse in the probe pulse is 300 ns,
the peak power is 8 dBm, and the time interval between
the two pulses is 500 ns. The probe pulse is launched
into the sensing fiber through a circulator, and the reflected
signal is redirected into an avalanche photo diode (APD).
A data acquisition card (DAQ) with a sampling rate of

Fig. 1 The process of the generation of the optical signal. (a) The
probe pulse is a double-pulse and the sensing fiber is integrated
with UWFBG array. (b) The signals reflected by two adjacent
UWFBGs overlap and transmit backward together after τ∕2, where
τ is the time interval between the two pulses. Fig. 2 The experiment setup.
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100 MSa∕s (corresponding to 10 ns sampling interval) is
used to convert the APD signal into digital form and send
them to a computer for further processing. Two PZT vibra-
tion sources are set at 3.93 and 3.98 km, respectively.

The obtained Φ-OTDR curve is shown in Fig. 3. Since
there are 88 integrated UWFBGs in the fiber, there are 89
clear reflective peaks in the curve. The first and the last
peaks are induced by the front pulse and rear pulse independ-
ently from the first UWFBG and the last UWFBG, respec-
tively. The middle 87 peaks are the coherent results of the
reflected signal from the double-pulse. So they have irregular
amplitudes each of which is sensitive to the vibration of the
fiber section between the corresponding UWFBG pair.

The meaning of the distance axis in Fig. 3 is different
from that of the traditional Φ-OTDR. Because each of the
reflected coherent signals is generated by two adjacent
UWFBGs, whose lengths are on the order of millimeter,
the signal represents only the states of the fiber section
between the corresponding UWFBG pair.

Two measurements were performed to verify the fre-
quency response and the positioning ability of the sensing
system. In the first measurement, the frequencies of the
two vibration sources were both at 9 kHz. The repetition
time of the probe pulse was 50 μs and the signals for the
first 4.5 km were stored for each probe pulse. After acquiring
the signals for 0.1 s, 2000 OTDR-curves were obtained. By
using the fast Fourier transform method to extract the fre-
quency spectrum of the signals for each position of fiber
as Ref. 18, the frequency for each position was obtained.
The frequency spectrum along the sensing fiber is shown
in Figs. 4(a) and 4(b). Two peaks, both with a frequency
of 9 kHz and locating at 3.95 and 4 km, respectively, can
be easily observed, which is inconsistent with the experiment
condition. The temporal signal at 3.96 km is shown in Fig. 5,
where we can see that the frequency of the signal nearly
reaches to the limitation of the sampling rate.

In the second measurement, the frequencies of the two
vibration sources were set at 3 and 30 Hz, respectively,
and the repetition time of the probe pulse was at 500 μs.
The frequency spectrum along the sensing fiber is shown
in Figs. 4(c) and 4(d), which is derived with 4000 OTDR
curves acquired in 2 s. It can be seen that both the 3 and
30 Hz vibrations are detected and positioned in the right
positions.

0 1000 2000 3000 4000
0.0

0.2

0.4

0.6

0.8

1.0

1.2

Distance (m)

A
m

pl
itu

de
(A

.U
.)

Fig. 3 The obtained coherent signal.

Fig. 4 The distribution of the frequency spectrum along the sensing fiber for (a) two vibrations both with
frequencies of 9 kHz and (c) two vibrations with frequencies of 3 and 30 Hz, respectively. (b) and (d) are
the enlarged pictures of the dashed areas in (a) and (c), respectively.
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The reflectivity of the UWFBG is about −40 dB. So the
power of the reflected signal for a probe pulse with 300 ns
pulse width is about 18 dB higher than that of the RBS.
Taking advantage of high SNR, the results were obtained
without averaging in both measurements. So the frequency
response of the system can almost reach the maximum,
which is limited only by the length of fiber.

From Fig. 4(d), it can be seen that there is a very low-fre-
quency component near 0 Hz. This is mainly induced by the
low-frequency noise, such as the frequency drifting of the
laser source, the temperature fluctuation, and so on, which
limits the ability of the system to detect lower frequencies.
The suppression of the low-frequency noise will be studied
in further research.

4 Discussions

4.1 Spatial Resolution

Because the phase difference δϕ in Eq. (2) is determined by
the state of the whole fiber section between the adjacent
UWFBGs, the reflected coherent signal indicates only the
summation of all the changes on the whole fiber section.
Thus, the spatial resolution of the proposed system is equal
to the spatial interval between two adjacent UWFBGs. Since
each UWFBG acts like a reflective mirror, the length of the
coherent signal for each UWFBG pair equals the pulse width
as shown in Fig. 4, and each part of the signal has the same
response to the vibration of the fiber in theory. Thus, one can
use any part of the signal to demodulate the vibration of the
fiber section between the two adjacent UWFBGs. Such a
characteristic makes the system more accurate to detect
the vibration of the fiber, since many sampling points can
provide a collective information to avoid the influence
of noise.

4.2 Signal-to-Noise Ratio of the Signal

In the proposed system, the received signal representing
the (i − 1)’th and i’th UWFBG pair is composed of three
kinds of lightwaves, which are the reflected signals by the
two UWFBGs, the multiple reflections between different
UWFBGs and the RBS of the probe pulse in the fiber,
respectively. The multiple reflections are induced by all
the UWFBGs before the current UWFBG pair, thus their
summation is influenced by all the fibers before the current
position. So the multiple reflections act as noises in the

received signal. On the other hand, the RBS is related to
the local state of the fiber as a traditional Φ-OTDR. By con-
sidering the influence of the RBS, the intensity of the
reflected coherent signal is
EQ-TARGET;temp:intralink-;e003;326;708

I ¼ ðE1 þ E2 þ ER1 þ ER2Þ†ðE1 þ E2 þ ER1 þ ER2Þ
¼ A2

1 þ A2
2 þ R2

1ðzÞ þ R2
2ðzÞ þ 2A1A2 cos δϕ

þ2A1R1ðzÞ cos½ψ1ðzÞ − ϕ1� þ 2A2R2ðzÞ cos½ψ2ðzÞ − ϕ2�
þ 2A1R2ðzÞ cos½ψ2ðzÞ − ϕ1�þ2A2R1ðzÞ cos½ψ1ðzÞ
− ϕ2� þ 2R1ðzÞR2ðzÞ cos½ψ1ðzÞ − ψ2ðzÞ�; (3)

where R1ðzÞ and R2ðzÞ are the equivalent amplitude of the
coherent RBSs generated by the front and rear pulses, and
ψ1ðzÞ and ψ2ðzÞ are the equivalent phases of the coherent
RBSs.19 When the double-pulse passes through the vibration
position, δϕ, ψ1ðzÞ, and ϕ1 vary with the vibration, thus the
effective signal can be deduced as
EQ-TARGET;temp:intralink-;e004;326;541

Iac ≈ 2A1A2 cos δϕþ 2A1R2ðzÞ cos½ψ2ðzÞ − ϕ1�
þ 2A2R1ðzÞ cos½ψ1ðzÞ − ϕ2�: (4)

When the reflected signals and the RBSs are superposed,
the summation depends on the relative phase difference
between the reflected signals and the RBSs. Because the
equivalent phases of the RBSs for different positions are dif-
ferent and even the same vibration of the fiber can induce
different coherent RBSs for different positions, the superpo-
sition of the reflected signal and the RBSs corresponding to
different positions has different responses to the same vibra-
tion. Figure 6 shows the signals for different vibration stages
around the vibration position for a long single pulse and a
double-pulse, respectively. The pulse width of the long single
pulse is 800 ns and the pulse width of the double-pulse is
300 ns. Because the interval of two adjacent UWFBGs is
50 m, the long single pulse and the double-pulse have the
same length of the overlap section.

From Figs. 6(a) and 6(b), it is very easy to locate the
vibration position that is between 1.50 and 1.55 km.
However, there are also significant differences between
the signals of the long single pulse and the double-pulse.
For the long single pulse, the shape of the reflected signal
varies obviously for different vibration states and the varying
tendencies are different for different positions, whereas for
the double-pulse, the shape of the reflected signal approxi-
mately remains the same for different vibration stages and
thus the varying tendencies are the same for different posi-
tions. The difference in the signals is mainly induced by the
stronger RBS of the long single pulse. Thus, the RBS may
result in different responses to the vibration for different
positions. Meanwhile, from Fig. 6(a), one can see that the
signal around the overlap section also varies obviously
with time, which is because the scattering of the long single
pulse superposes with the reflected signal at these positions.

According to Eq. (4), if the adjacent UWFBGs have
the same reflectivity and for the ideal case that the reflected
signal and the coherent RBSs superpose constructively, the
amplitude of the reflected signal is increased by 4

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
PrefPRay

p
,

where Pref ¼ A2 is the reflected power from the UWFBG,
PRay is the power of RBS, and we use the expected value
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Fig. 5 The temporal signals at 3.96 km in the first measurement.

Optical Engineering 084104-4 August 2017 • Vol. 56(8)

Liu et al.: Phase sensitive distributed vibration sensing based on ultraweak FBG array using double-pulse



of PRay ¼ P0SRvgτ to represent the equivalent amplitudes
R1ðzÞ and R2ðzÞ of the coherent RBSs, where P0 is the
peak power of the input lightwave, SR is the RBS coefficient,
vg is the velocity of lightwave in fiber, and τ is the pulse
width of the double-pulse. For a long single pulse, τ can be
taken as half of the pulse width for simplicity. Thus, if the
pulse width is reduced by a factor of f, the signal enhanced
by the RBS will be reduced by 4

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
PrefPRay

p ð1 − ffiffiffiffiffiffiffiffiffiffiffi
1 − f

p Þ;
however, since the threshold of the nonlinear effect (nor-
mally limited by stimulated Brillouin scattering) is increased
by a factor of f, the signal can be enhanced by 2fPref using a
stronger optical pulse.20 Because SR ¼ 3.2 × 10−5 km−1,21

vgτ is less than 100 m, and the reflectivity of the UWFBG
is about −40 dB, it is easy to deduce that 2fPref ≫
4

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
PrefPRay

p ð1 − ffiffiffiffiffiffiffiffiffiffiffi
1 − f

p Þ for any f. Thus, the preceding
analysis indicates that using a double-pulse with short
pulse width is better than using a long single pulse.

For the worst case that the reflected signal and the coher-
ent RBSs superpose destructively, the reflected signal has an
approximate decrease of 4

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
PrefPRay

p
due to the RBS.

Assuming all the UWFBGs have the same reflectivity and
neglect the loss of the fiber between adjacent UWFBGs,
the SNR of the detected signal under this situation is

EQ-TARGET;temp:intralink-;e005;326;419SNRðiÞ ¼ 2PrefðiÞ − 4
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
PrefðiÞPRayðiÞ

p

4PmulðiÞ þ 8
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
PrefðiÞPmulðiÞ

p þ Pdet

; (5)

where PmulðiÞ is the multireflection corresponding to the
signal of the i’th UWFBG and Pdet is the noise-equivalent
power (NEP) of the detector.

The generation of the multireflection lightwave has been
carefully analyzed in Refs. 13, 15, and 22. By summarizing
the conclusions, the elements in Eq. (5) can be given as
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Fig. 7 Simulation result of the SNR evolution with the number of
UWFBGs for different pulse widths. The spatial interval between
the adjacent UWFBGs is 50 m, the peak power is 100 mW, and
the reflectivity of the UWFBG is −40 dB.
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Fig. 6 The signals for different vibration states obtained by (a) a long single pulse and (b) a double-pulse.
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Fig. 8 The SNR evolution with the number of UWFBGs for different
reflectivities. The pulse width is 300 ns and the other parameters are
the same as that in Fig. 7.
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EQ-TARGET;temp:intralink-;e006;63;569

8<
:

PrefðiÞ ¼ P0rð1− rÞ2ði−1Þe−2αiΔL
PRayðiÞ ¼ P0ð1− rÞ2ivgτSRe−2αiΔL
PmulðiÞ ¼ P0r3ð1− rÞ2ði−2Þ½ði− 1Þði− 2Þ�e−2αiΔL∕2

; (6)

where r is the reflectivity of the UWFBG, α ¼ 0.046 km−1 is
the fiber attenuation coefficient.

Based on Eqs. (5) and (6), two simulations were made to
investigate the SNR evolution with the number of the
UWFBGs. In the simulations, the NEP of the detector is
assumed to be −50 dBm. The first simulation gives the in-
fluence of the pulse width to the signal, which is shown in
Fig. 7. It can be seen that the SNR decreases with the incre-
ment of the pulse width. This is because a longer pulse gen-
erates more RBS, and thus has severer impact on the signal.
The SNRs for different pulse widths tend to be the same for a
long distance, because the power of the probe pulse and the
RBS decrease in proportion with the distance, whereas the
power of multireflections tends to be constant for a long dis-
tance. Figure 7 also shows that the maximum number of the
UWFBGs can reach to 900 when the SNR is larger than
5 dB. So the sensing distance for the proposed method
can be longer than 45 km.

In the second simulation, the influence of the reflectivity
of the UWFBG to the SNR of the system is investigated,
which is shown in Fig. 8. It can be seen that a higher reflec-
tivity depletes the power of the probe pulse too soon, which
results in a short sensing distance. Avery low reflectivity will
lead to low SNR and short sensing distance since the RBS

dominates in the signal. Therefore, an optimized reflectivity
exists for the longest sensing distance. In this simulation, a
reflectivity of −40 dB is preferred.

4.3 Reflectivity of the Ultraweak FBG

The length of each UWFBG is about 0.05 mm, which is fab-
ricated by focusing the light spot of a 244 nm UV laser on a
phase mask and the bandwidth of the reflective spectrum of
the UWFBG is about 5.5 nm, which is shown in Fig. 9. From
Fig. 9(b), it can be seen that a 0.2 nm spectral shift, which
corresponds to a strain of 175 με or a temperature change of
18°C induces a reflectivity change of only 0.24 dB (about
5.7%). Thus, the reflectivity of the UWFBG is very stable
to vibration or temperature.

Figure 10 shows the reflected signal of a short single
pulse, which can indicate the relative reflectivities of the
UWFBG array. By comparing with Fig. 3, it can be seen
that some coherent signals are larger, whereas the reflectivity
of the corresponding UWFBG is small and vice versa. In
Fig. 3, there are even a few signals whose amplitudes exceed
the measurement range of the DAQ. We believe it is mainly
because of two reasons. One reason is the constructive inter-
ference of the reflective signals between the adjacent
UWFBGs. The other reason is that the reflectivity of the
UWFBG in the corresponding position is too high. Thus, the
uniformity of the reflectivities of the UWFBGs should be
controlled well in order to get better performance.

5 Conclusion
In conclusion, we propose a Φ-OTDR system that uses
double-pulse and sensing fiber integrated with UWFBGs
to perform the distributed sensing. The frequency range
from 3 Hz to 9 kHz can be realized in a sensing length
of 4.5 km. Thanks to the relatively high reflectivity of the
UWFBG and long reflected signal from the UWFBG, the
measurement can achieve good results without average, so
the maximum frequency range is limited only by the fiber
length. The system can detect a vibration signal at any posi-
tion on the fiber and locate the vibration with spatial reso-
lution determined by the spatial interval between the
adjacent UWFBGs.
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